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Abstract: This paper presents a design of a data-driven-based neural network internal model control
for a submerged membrane bioreactor (SMBR) with hollow fiber for microfiltration. The experiment
design is performed for measurement of physical parameters from an actuator input (permeate pump
voltage), which gives the information (outputs) of permeate flux and trans-membrane pressure
(TMP). The palm oil mill effluent is used as an influent preparation to depict fouling phenomenon
in the membrane filtration process. From the experiment, membrane fouling potential is observed
from flux decline pattern, with a rapid increment of TMP (above 200 mbar). Membrane fouling
is a complex process and the available models in literature are not designed for control system
(filtration performance). Therefore, this work proposes an aeration fouling control strategy to measure
the filtration performance. The artificial neural networks (Feed-Forward Neural Network—FFNN,
Radial Basis Function Neural Network—RBFNN and Nonlinear Autoregressive Exogenous Neural
Network—NARXNN) are used to model dynamic behaviour of flux and TMP. In this case, only flux is
used in closed loop control application, whereby the TMP effect is used for monitoring. The simulation
results show that reliable prediction of membrane fouling potential is obtained. It can be observed
that almost all the artificial neural network (ANN) models have similar shape with the actual data set,
with the highest accuracy of more than 90% for both RBFNN and NARXN. The RBFNN is preferable
due to simple structure of the network. In the control system, the RBFNN IMC depicts the highest
closed loop performance with only 3.75 s (settling time) for setpoint changes when compared with
other controllers. In addition, it showed fast performance in disturbance rejection with less overshoot.
In conclusion, among the different neural network tested configurations the one based on radial basis
function provides the best performance with respect to prediction as well as control performance.
Keywords: membrane bioreactor; fouling; artificial neural network; internal model control
1. Introduction
Membrane Bioreactor (MBR) technology has become one of the most popular mechanisms of
filtration systems and has become a necessity in wastewater treatment technology. High concerns
about environmental pollution and the stringent requirement of effluent make this technology gain
more attention worldwide. MBR is one of the best alternative technologies that are used to replace
Conventional Activated Sludge (CAS). Many advantages have been discovered by using MBR over
conventional technologies including CAS [1]. This technology is proven to be efficient in producing
high-quality effluents for domestic and industrial wastewater treatments [2–4]. The MBR system consists
of two main processes, which are biological and filtration parts. The most critical part of any MBR system
is the membrane filtration process. The successful operation of the MBR depends on the performance
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of the membrane filtration. The main issue of MBR is its filtration process is complex and hard to model.
Fouling is a major problem in the membrane filtration system [4–7]. It can be categorized as unwanted
accumulation of substances such as colloidal, particulate, solute material, and microorganism on the
membrane during the filtration process [8]. Membrane fouling contributes to the deposition of sludge
cake and pore-clogging that prompt to membrane damage [9]. This phenomenon will cause a rapid
increment in trans-membrane pressure (TMP) and increase in hydraulic resistance during the filtration
process and hence reduce the permeate flux. The development of control filtration system is crucial in
order to prevent or at least delay the replacement of the membrane module.
In a filtration control system, a reliable prediction model is important to improve the performance
of the MBR plant [10]. The membrane filtration process requires a good model and control to
produce an efficient filtration system. A model-based control technique is an alternative to produce
better control performance. However, this method requires a high degree of model accuracy to
ensure the controller is at the desired performance. Artificial neural network (ANN), also called
intelligence modeling, is among the most popular algorithms for modeling of membrane filtration
systems [10]. The Radial Basis Function Neural Network (RBFNN), multilayer perceptron neural
network, and general regression neural network model structures are widely utilized in filtration
modeling of synthetic wastewater treatment [11]. Good predictions of membrane fouling potential
profile were obtained using the model structures. The ability of the RBFNN method to predict the
interfacial interactions with the randomly rough membrane surface has been presented in [12,13].
In addition, the method has shown a wide potential of membrane fouling and interface behavior
applications. Therefore, it is envisaged that the RBFNN could pave a new way for modelling of
membrane fouling in MBRs. Bagheri et al. [14] developed two types of feed-forward artificial networks
which are multilayer perceptron and radial basis function. Both types of radial basis function and
multilayer perceptron are chosen because of their ability to deal with nonlinear relationships in the data.
Radial basis function and multi-layer perceptron are two types of artificial neural networks,
which are most commonly used in classification problems [15,16]. The RBFNN has the advantages of
adaptation capability, robust ability, learning stage without any iteration of updating weights, and very
fast learning process [17]. It is widely used in variety of applications and effectively solved many
control problems [17–19]. In addition, its structure is simple and more important is able to approximate
any nonlinear function [19]. Giwa et al. [20] introduced a new configuration of an electrically-enhanced
membrane bioreactor to treat medium-strength wastewater at Masdar City, Abu Dhabi, United Arab
Emirates. An artificial neural network-based ensemble model was utilized to model the experimental
findings of chemical oxygen demand, orthophosphates, and ammonium nitrogen removal given the
initially mixed liquor characteristics. The ANN model result and experimental data set gave high
correlation coefficients. Internal Model Control (IMC) is one of the potential control methods that
has received much attention from researchers in process control industries. The prevalence of the
internal model control strategy is primarily due to its simple tuning parameter, good disturbance
rejection, and robustness [21,22]. In addition, the simplicity and effectiveness of the IMC controller for
disturbance rejection and closed loop performance make it the best chosen control structure for this
system [23]. Despite these advantages, IMC still faces limitations for systems with highly nonlinear
dynamics [23]. The effectiveness of the IMC depends on how good the model captures accurately the
dynamic behavior of the system.
A good model of the system is a key simplifying design and implementation of the membrane
filtration control system. Several nonlinear IMC strategies have been proposed by previous literature
in variety of applications [24–26]. The nonlinear IMC control methods implemented are based on the
conventional IMC that faced with the limitation of disturbances entering the process before control
action is taken.
For an ANN-based IMC control method, ANN is trained to learn the inverse dynamics of the
process and employed as a nonlinear controller. The IMC can perform efficiently if the actual plant and
plant model matched exactly. The combination of ANN and IMC is proven to provide good performance
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of the control system. For example, the Neural Network Internal Model Control (NNIMC) is developed
to control the top and bottom composition in the distillation column for set point and disturbance
rejection performance analysis [27]. The result shows NNIMC provides better performance which is
more robust and stable when compared to the conventional proportional-integral plus feed-forward
controller. Sun et al. [28] proposed the neural network inverse scheme and 2-degree-of-freedom internal
model control and improve the tracking and disturbance rejection performances. In the application of
inverted pendulum system [29], IMC was designed using the inverse of the plant model and showed
better response specifications when compared with the conventional Proportional-Integral-Derivative
controller. The simulation results also demonstrate the robustness of the IMC. The ANN-based IMC
is also depicted in the application of wastewater treatment plant [30]. In this new ANN-based IMC,
the control performance was improved in which reduced the performance degradation.
This paper presents an NNIMC-based control of membrane bioreactor filtration process,
with submerged hollow fiber installed inside the tank. In order to retain the great advantage
offered by an ANN and the IMC, the NNIMC is proposed to control the permeate flux and TMP of
membrane bioreactor. The accuracy of the model is established by comparing three different ANN
models (Feed-Forward Neural Network—FFNN, RBFNN and Nonlinear Autoregressive Exogenous
Neural Network—NARXNN) to achieve an accurate prediction of dynamic (fouling) behaviour.
The NNIMC control structure is improved with the additional filter design to minimize the effect of
model mismatch and hence provide better performance of the control system.
The main contributions of this work can be summarized as:
(a) To the best of authors’ knowledge, this is the first work on designing an NNIMC controller for a
submerged membrane bioreactor process, considering the flux and TMP effects at permeate stage,
in order to predict the behaviour of fouling process.
(b) Experimental work is performed to obtain the real input-output data of membrane filtration
process that can be used for prediction of fouling phenomenon. The experimental design of the
submerged MBR is performed using critical flux test, in order to determine the optimal flux before
the pressure jump, which is closely related to the fouling development on membrane process
(c) The accuracy of the developed model is analyzed, and this is used to investigate the performance
of the controller.
(d) The NNIMC controller is designed, such that to predict the plant behaviour under any
circumstances such as disturbance and set point change, to prevent flux decline in the membrane
filtration cycle due to fouling problem. In addition, an ANN shows good prediction when dealing
with complicated processes like fouling phenomenon.
2. Research Methodology
The successful operation of a membrane filtration of wastewater treatment plant depends on the
accuracy of the models for control system developments. Fouling is the main challenge in the filtration
control system. This is caused by the blockage of the membrane pores due to impurities in the raw Palm
Oil Mill Effluent (POME). This section presents the methodology of neural network model development
and internal model control for Submerged Membrane Bioreactor (SMBR) filtration process. There are
several steps in modelling the process which start with data collection, followed by model structure
selection, parameter estimation and model validation. In this work, three different ANN architectures
are used for modeling of membrane filtration process. They are Feed-Forward Neural Network
(FFNN), RBFNN and Nonlinear Autoregressive Exogenous Neural Network (NARXNN) architectures.
The permeated pump voltage is an input and the outputs are permeated flux and transmembrane
pressure of filtration processes. The accuracy of models is determined based on three performance
criteria that are correlation coefficient R2, Mean Square Error (MSE) and Mean Absolute Deviation
(MAD), which later applied for Neural Network Internal Model Control (NNIMC) to control fouling
development in the membrane filtration process. The performance evaluation of the controller is
measured using rise time, settling time, overshoot, Integrated Absolute Error (IAE), Integrated Time
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Absolute Error (ITAE) and Integrated Squared Error (ISE). The simulation studies were carried out
using MATLAB software. The details of the flow of methodology are depicted in Figure 1.
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2.1. Data Collection and Analysis
The experiments of the SMBR pilot plant were set up. The plant consisted of a single bioreactor
tank with submerged hollow fiber installed inside the tank. The hollow fiber membrane (with three
membrane modules) was fabricated at Advance Membrane Technology Centre (AMTEC UTM) using
polyethersulfone (PES) material ultrafiltration with approximately in range of pore size of 800–1000 kda
or 0.05–0.09 µm.
The POME with a volume of 20 L was taken from Sedenak Palm Oil Mill Sdn. Bhd. Johor,
Malaysia. The plant was subjected to sustained input changes. Such changes can be approximated by
a step function which is given by Equation (1).
u(t) =
{
0 t = trelaxation
uA t = tpermeate
(1)
where uA is the desired amplitude. The plant will be OFF for t = trelaxation. When t = tpermeate,
the function will drive the system up to uA. In this work, the plant was operated with continuous
aeration airflow with alternate permeate and relaxation modes: a period of 120 s in permeation mode
followed by 30 s in relaxation mode. The backwash process was performed at the beginning of the
experiment for a period of 5 s. The backwash flow rate was not measured in this work, however the
TMP was monitored not to reach more than 500 mbar. To keep the membrane at high performance,
a high intensity of bubble flow is required. Therefore, in this filtration process, the aeration airflow
was set around 6 to 8 LPM. The temperatures of working for the bioreactors were at 27 ± 1 ◦C.
The pilot plant consisted of four streams including inlet stream, aeration stream, permeate stream,
and backwash stream. The data plant was controlled and monitored using LabVIEW 2009 software,
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National Instruments, with NI USB 6009 interfacing hardware. Figure 2 shows the schematic diagram
of the SMBR pilot plant set up for the experiment and Figure 3a,b present the actual developed SMBR.
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activated to allow filtered tap (clean) water in the backwash storage tank to flow in and clean the
membrane. The preliminary study was conducted to select the best operational control strategies
to reduce fouling phenomenon that are; (a). aeration airflow process, (b). backwash operation and
(c). relaxation operation. In this work, permeate to relaxation ratio operation is set in every cycle of
operation (120:30). The backwash mechanism was applied at the beginning of the experiment for 5 s,
not for every cycle of operation. The relaxation test was conducted to obtain an optimum relaxation
time. With the filtration cycle of 120 s, the relaxation was varied between 10, 20 and 30 s. The experiment
study showed that no significant different for TMP increment was observed at first 30 cycle. However,
the 10 s relaxation showed high measurement of TMP after 30 cycle of the experiment when compared
with the relaxation at 20 and 30 s. After 50 cycles of the experiment, the 30 s relaxation showed a slower
TMP increment compared to 20 s relaxation. From observation, longer relaxation gave a slower TMP
increment, however a too long relaxation period reduced the permeation flux. The ideal relaxation
period used in this work was 30 s. In future work, the combination of the relaxation and the backwash
techniques could be considered.
The excitation of the input is crucial in order to ensure good dynamic behavior of the filtration
process can be obtained. The permeate pump voltage represents an input while the flux and TMP are
the outputs of the plant. In this experimental work, random magnitude of step inputs was excited
into the suction pump. The obtained input–output data set for SMBR filtration process is presented in
Figure 4. It can be observed from the figure that the changes of the permeate pump voltage setting
had an effect on both permeate flux and TMP as system outputs. As can be observed from Figure 4.
In addition, the flux showed a declined pattern for a rapid increment of TMP, in particular above
200 mbar. This pressure jump occurred because the membrane was totally blocked by the undesired
particular substance (cake resistance fouling). Therefore, it was important to ensure the filtration
operation was performed below the critical flux, in order to prevent rapid fouling and improve the
performance of membrane filtration process.
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2.2. Data Pre-Processing
The second flow of modelling was data pre-processing. Data pre-processing included data
normalization and data division. Generally, there is a need for the data pre-processing to transform the
collected data into understandable format. Real data usually needs some preprocessing for minimizing
eventual errors that may occur during data acquisition. In addition to range accommodation, there may
be missing values for some of the variables, noise, etc. In this study, the data were set to an appropriate
range for ANN learning in the model development.
2.2.1. Data Normalization
Data normalization or also known as scaling is very important before applying ANN to model
MBR filtration process. The normalization of the data is to prevent attributes with a large numeric scale
from dominating those in small scale. This also helps to simplify the difficulties during the calculation.
This process minimizes the chances of overflows and underflows of data. Normally, normalized data
can be scaled into the range [−1, +1] or [0, 1]. It is recommended to scale the data before the process of
training and testing begins. In this work, the dataset was scaled in the range of (0, 1). Equation (2) was




(di − dmin) + MinVal (2)
where di is the ith input–output data, dmax is the maximum value of input-output data and dmin is the
minimum value of the input–output data.
2.2.2. Data Division
Data division is the division of the whole data set into two sets of data that are training and
testing data sets. Training data sets are used as an input training in order for the ANN to obtain the
model/pattern. The testing dataset is used as input testing that will be used to obtain the prediction
output/value. According to [2], no specific rule is needed to determine the data division of training
and testing dataset. For this system, the training dataset should be more than 50% from the whole
experimental dataset to ensure the reliability of the model. In this work, the data set was divided into
60% (2400 samples) for the training and 40% (1600 samples) used for testing.
2.3. Performance Evaluation
The prediction accuracies of the realized models were evaluated using standard measurement
of performance indexes that are Mean Square Error (MSE), Mean Absolute Deviation (MAD) and
correlation coefficient, R2.
i. Mean square error (MSE)
MSE measures the difference between the observed values and estimated values by a model.





where ŷi is the observed value, yi is the predicted value, and N is the number of data.
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ii. Mean absolute deviation (MAD)
MAD is one of the easiest and most popular measures for evaluating performance of the model [31].







where wi is the predicted value, ŵi is the mean of the predicted value and N is the number of data.
iii. Correlation Coefficient (R2)
Correlation coefficient measures the strength of similarity between two variables.
Correlation coefficient is given by:
R2 = (
∑N











where wi is the measured value, ŵ is mean of the measured value, yi is the predicted value, ŷ is mean
of the predicted value and N is the number of data.
2.4. Modelling of ANN
In this work, the data was divided into 60% for the training and 40% used for testing. After selecting
the learning algorithm, the number of training epochs was chosen in order to train the ANN model.
After obtaining the desired model, the model was examined to predict the unknow data (testing data).
This could reveal the generalization capability of the model. The modelling techniques for each one of
the three ANN structures are explained in what follows.
2.4.1. Feed-Forward Neural Network Method
The SMBR filtration data set (4000 data samples) was utilized to develop the model.
The measured data were normalized as per (2), so that the data values were between zero (0)
and one (1). Data normalization helps neural network training by getting a faster convergence as well
as by minimizing the risk of getting stuck in local minima [32]. Data pre-processing is an important
procedure in model development (neural network model). This will ensure the efficiency of the data
processing and the reliability of the model. Data normalization (or called magnitude scaling) in this
work means to rescale the input and output data from 0 to 1. This step allows improvement on the
numerical processing convergent time [33].
The normalized data were divided into 60% (2400 samples) for the training and 40% (1600 samples)
used for testing the model. The determination of the structure for the FFNN was crucial and required
more effort to accomplish. In this paper, the network structure was selected considering the relationship
proposed in [23].
The FFNN structure comprises three layers including input layer, hidden layer and the output
layer. The determination of number of neurons in the hidden layer is critical for effective learning
and performance. In this work, the FFNN structure was varied from 1 to 10 hidden neurons and the
performance was measured using MSE criteria. For each number of hidden neurons, the training was
repeated eight times to determine the best, average, and worst performances. The process weights were
first initialized to small random numbers prior to the training. The weights were adjusted till the error
for the entire set was acceptably low before the training was terminated. In this work, the simulation
results showed that the MSE for five hidden layer neurons with 10 weights for flux output, and seven
hidden layer neurons with 14 weights for TMP output, gaves the best performance.
For the feed-forward neural network, the tan-sigmoid transfer function was employed for the
hidden layer and linear weights for the output layer. The backpropagation was used for the network
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training of 1000 epochs as the set stooping criteria. Then, the FFNN model was provided with the
testing data once the training stage was stopped. To ensure good prediction of models, the performance
criteria using MSE, MAD, and R2 were performed. The procedure of developing the FFNN is described
in Figure 5.Processes 2020, 8, x FOR PEER REVIEW 9 of 23 
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2.4.2. Radial Basis Function Neural Network Method
The SMBR filtration data set was also used to develop the RBFNN model. The same procedure
applied as in the FFNN for normalization of the data, choice of the training and testing data were
applied in the RBFNN modelling. The normalization allowed the data to be transformed into trainable
and convenient for the network learning. Furthermore, it made training faster and reduces the chances
of duplication of data. The RBFNN structure consisted of three layers which were the input layer,
hidden layer and the output layer. Choosing the number of neurons in the hidden layer is very crucial
for effective learning and performance. In this work, the ANN structure was varied from 1 to 10 hidden
neurons and the performance was measured using MSE, MAD, and R2. For each number of hidden
neurons, the training was repeated eight times to determine the best, average, and worst performances.
For RBFNN, the activation function depends on the best optimized center and the radial distance
between input layer to the hidden layer and the output layer to the hidden layer as shown in Figure 6.
The adjustment of weight was carried out by selecting suitable learning rate values as well as
spread values. Such spread value provides a measure of the sensitivity to input data. The larger
the spread, the less the sensitivity of the radial. Two different learning rate values are used for each
hidden layer and output layer. The learning rate, σ is used for hidden layer while the output layer uses
learning rate, β. The best values of σ and β were given as σ = 10 and β = 5 for flux output while σ = 8
and β = 3 for TMP output. In order to effectively analyze the spread value with respect to hidden
neuron, the number of hidden neurons is varied. In this work, it was varied from 1 to 10 hidden
neurons. The spread value was selected based on the MSE criteria. Therefore, three hidden layer
Processes 2020, 8, 1672 10 of 23
neurons with spread value of 1.0 for flux output, and spread value of 1.5 for TMP output, were chosen
for the RBFNN model architecture.
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The Gaussian transfer function was employed for the hidden layer and linear weights for the
output layer as the ones widely used when modelling with radial basis function neural network.
The network was trained using back propagation algorithm for the range of 1000 training epochs.
After the training stage stopped, the RBFNN model was provided with the testing data. The prediction
ability was measured based on the performance criteria using MSE, MAD, and R2. The steps of
developing the RBFNN are described in Figure 7.
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2.4.3. Nonlinear Autoregressive Exogenous Neural Network Method
The SMBR filtration data set (4000 data samples) was utilized to develop the NARXNN models.
The measured data were normalized so that the dataset was scaled in the range of (0, 1). The data
were divided, as in the previous methods, into 60% for the training and 40% used for testing of the
model. The determination of the structure for the NARXNN was crucial and required more effort to
accomplish. The NARXNN structure consisted of three layers; the input layer, the hidden layer, and the
output layer. Appropriate selection of the number of neurons in the hidden layer is very important
for effective learning and performance. In this work, the NARXNN structure was varied from 1 to
10 hidden neurons and the performance was measured using MSE criteria. For each number of hidden
neurons, the training was repeated eight times to determine the best, average, and worst performances.
Before training, the process weights were initialized to small random numbers. The weights were
adjusted till error got minimized for all training sets. In this work, the simulation result showed that
the MSE for six hidden layer neurons with seven weights for flux output, and five hidden layer neuron
with 11 weights for TMP output, gave the best performance.
The tan-sigmoid transfer function was employed for the hidden layer and linear weights for the
output layer. They are widely used when modelling with nonlinear autoregressive exogenous neural
network neural network. After selecting the learning algorithm, the number of training epochs was
chosen in order to train the model. The backpropagation was utilized to train the network for 1000
training epochs as the set stooping criteria. After the training stage stopped, the NARXNN model was
provided with the testing data. The prediction ability was measured based on the performance criteria
using MSE, MAD, and R2. The steps of developing the NARXNN are described are shown in Figure 8.
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After realizing the desired model, the performance could also be evaluated using criteria
presented in the following subsection. The training specifications for both forward and inverse model
are presented in Table 1. The training process involved iteratively comparing the input and target data
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and minimizing the error through weight adjustment until the error criteria set reduced to minimum
nearest level.
Table 1. Activation function.
Parameter Specification
Network Architecture FFNN RBFNN NARXNN
Training algorithm Levenberg Marquad
Activation function Tan-sigmoid Gaussian Tan-sigmoid
Output activation Pureline














Input Permeate pump voltage
Outputs Permeate flux and TMP
Training data 60%
Testing data 40%
Performance index MSE, MAD, R2
2.5. Implementation of Neural Network Internal Model Control
This section presents the Neural Network Internal Model Control (IMC) methodology and its
implementation to the Membrane Bioreactor System. For the IMC control architecture, it is crucial
to have good estimation of model since the controller is designed based on the inverse of the model.
Using the neural network, the training of the inverse model is similar to the training of the forward
model. The training may vary based on the variables used as inputs and outputs of the model. The best
hidden neuron structures from the network architecture for all ANN modelling methods were used to
train the acquired set of 2400 data. The proper structure of the ANN model inverse model was needed.
The inverse model of the SMBR filtration process built-up from FFNN, RBFNN and NARXNN which
were trained by considering Flux and TMP as input data and voltage as an output data as shown in
Figure 9. In this work, the backpropagation for feedforward neural network (FFNN) was used for
calculating the gradients. Meanwhile, the Levenberg–Marquardt (LM) was the optimization algorithm
used for training the neural network using the gradients computed with backpropagation.
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Figure 9. Neural Network Internal Model Control (NNIMC) inverse model training.
This Neural Network Internal Model Control (NNIMC) was developed to control the permeate
flux as to prevent flux decline in the membrane filtration cycle due to the fouling problem. The ability of
this controller to predict the plant behavior under any circumstances such as disturbance and set point
change, among others, makes the controller worth implementing to control the SMBR filtration process.
The NNIMC is a controller that is able to produce accurate results under nonlinear behaviour of the
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process plant. The disturbance rejection performance was tested through a step disturbance into the
closed loop system. The Conventional IMC (C-IMC) was first developed using the best performance of
modelling which was RBFNN. The block diagram of the C-IMC is shown in Figure 10. The neural
network inverse model was obtained by inverting the neural network model describing the plant
dynamic (using Newton’s method by solving numerically the control action from the formulation of
the network forward model) or directly by using trained inverse model neural network controller.
In this work, direct trained neural network was utilized to design the neural network controller.
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Filter Design
To improve robustness, the effects of mismatch between the process, and process model should be
minimized. Since the differences between process and th proc ss model usually occur at the systems
high frequency response end, a low-pass filter Gf(s) is d ed to attenuate this effect [24]. Thus, IMC is
designed using th inverse of the process model in series with a low-pass filt r as shown in Figure 11.
A low-pass filter was used in to filter high frequency signal components and adjusting the controller
sensitivity. The filter transfer function used in this work is:




where n is the order of the filter and λ is the filter time constant. The order of the filter was chosen so
that similar to the order of the plant to ensure that the process is proper to prevent excessive differential
control action. Hence, the second order filter was used. The filter time constant is an adjustable
parameter which determines the speed of response. The filter parameter in the design can be chosen as
a rule of thumb; hence the filter parameter values are often dictated by modeling errors, as already
stated that in the design, it remains only a tunable parameter. Filter time constant shall be selected
so as to obtain good closed-loop performance and disturbance rejection. The higher the value of λ,
the higher the robustness of the control system. Increasing λ increased the closed loop time constant
and slows the speed of the response, decreasing λ does the opposite. Usually the choice of the filter
parameter depends on the allowable disturbance and noise amplification by the controller and on
modeling errors. Filter time constant λ avoids the excessive noise amplification and accommodate
the modeling errors. In this work, the range of the tuning parameter was varied from 0.0001 to 0.01.
The best IMC filter time constant for the system was 0.001 which gave good performance both for set
point tracking and disturbance rejection.
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The additional filter was designed in order to improve the performance for set point and disturbance
rejection. The control configuration modification consisted of a forward model, inverse model, plant,
filter, and disturbance. The inverse model was obtained by a direct trained neural network using
FFNN, RBFNN and NARXNN models. The inverse model acted as a controller in the system. In this
work, the NNIMC with the additional filter in the system was analyzed and tested to improve the
performance of system. To control fouling in membrane bioreactor filtration system, the second-order
filter was used in the control scheme with the tuning parameter as 0.001. This modification had
the effect of increasing system robustness in terms of disturbance rejection and hence the controller
maintained its stability. To observe the effectiveness of filtering action in IMC, the performance
comparison between C-IMC and the modified IMC neural network models (FFNN IMC, RBFNN IMC
and NARXNN IMC) was performed.
The selection of the IMC filter was based on preliminary dynamic information about open-loop
process time constant. Figure 12 shows the open loop response of both the simulation model as well as
the real system. In addition to seeing that the desired value for the flux was not achieved as it went
descending, the open-loop time constant was approximately 1 s. Therefore, at first, values for the IMC
time constant were set a little bit less than half of the open-loop time constant (0.25–0.5 s), but the flux
response was too fast. A smaller filter time constant allowed for a smoother response and a more stable
system. This is what motivated the search of the IMC filter time constant as lower than one order of
magnitude than this initial value 0.0001 to 0.01. The final proposal was 0.001. This may seem a rather
small value, however, as that one was showing better performance therefore was taken as the final
value for the IMC filter, even the variability in the manipulated variable would not be large (limited).
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3. s lts a isc ssio
This ti t the modelling and controller simulation results for the SMBR system.
The dynamic behavi r of the SMBR is identified or modelled before the t ll i . elling
part is the most important aspect in designing the control system for the SMBR. For modelling, the date
set was divided into training (60%) and testing (40%). The permeate pump voltage was an input
parameter and the outputs were the permeate flux and TMP. Three criteria were used to assess the
performance of the models; MSE, MAD and R2. Meanwhile, the controller performance was evaluated
using rise time, settling time, and overshoot. The precision of the controller was measured using IAE,
ISE, and ITAE.
3.1. Training and Testing of SMBR Filtration System
The output results of training and testing are plotted as shown in Figures 13 and 14, respectively.
Three different ANN model structures that were FFNN, RBFNN, and NARXNN were developed
for flux and TMP outputs of the MBR filtration system. For the training results of flux and TMP,
the RBFNN provided the highest accuracy, followed by NARXNN and FFNN algorithms. As can
be seen in Table 2, The RBFNN showed an average of 90% for R2 performance, both for flux and
TMP models which are very good. The MSE for FFNN, RBFNN, and NARXNN was respectively
0.0057, 0.0050, and 0.0056. The MAD values are also depicted as shown in Table 2, with the lowest
value contributed from the RBFNN for both flux and TMP. The RBFNN was shown to provide several
advantages that made its implementation easier, its structure was simple, the convergence speed was
fast when dealing with nonlinear function approximations. As per the fouling prediction, the better
the signal prediction performed by the ANN, the better the capabilities to prevent undesired operation
of the system. There were only three hidden neurons required by the RBFNN compared with FFNN
and NARXNN which needed five and six hidden neurons, respectively. Therefore, even with no large
differences, the RBFNN outperformed the other techniques.
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Table 2. Performance evaluation for training results.
Flux Models R2 MSE MAD
FFNN 90.15 0.0057 0.0446
RBFNN 90.55 0.0055 0.0440
NARXNN 90.39 0.0056 0.0444
TMP Models R2 MSE MAD
FFNN 88.43 0.0061 0.0543
RBFNN 91.29 0.0050 0.0340
NARXNN 90.34 0.0059 0.0476
For the testing results shown in Table 3, the trend of performance is almost the same as given by
the training results. For both flux and TMP, the RBFNN shows superior performance compared to the
FFNN and NARXNN methods with respect to R2, MSE, and MAD criteria.
Table 3. Performance evaluation for testing results.
Flux Models R2 MSE MAD
FFNN 90.22 0.0063 0.0446
RBFNN 92.45 0.0050 0.0343
NARX NN 92.33 0.0052 0.0365
TMP Models R2 MSE MAD
FFNN 88.67 0.0061 0.0564
RBFNN 91.11 0.0051 0.0230
NARXNN 91.32 0.0053 0.0233
For the case at hand, from the experiment work, an optimum air bubble (generated by a permeate
pump voltage) is required to ensure the plant is operated at the correct setting of the plant operation.
The critical flux tests and optimal relaxation test have been conducted as preliminary experiments to
avoid pressure jump to happen during filtration process. The fouling development is closely related
to the rapid increment of TMP, which caused the permeate flux to decline (see Figure 4). From the
experiment conducted, the maximum permeate voltage is, when the TMP reached the maximum
allowable point of the filtration process of SMBR. In this situation, the fouling is visible, and it can be
observed from the declination of flux (see Figure 4). The maximum allowable voltage is 4 volt, and at
this point, TMP reached almost 600 mbar which indicates rapid fouling development. The flux was
around 35.2 L/m2h.
3.2. Step Response Performance Evaluation
The step response evaluation was performed into the modified IMC neural network controllers and
compared with the conventional IMC (C-IMC) both for setpoint and disturbance rejection performances.
The setpoints for input–output response performance are presented in Figure 15a–c for all controllers.
The operational setpoint for the permeate flux was given at 20 L/m2h. The numerical results are
tabulated in Table 4. It may be observed from Table 4 that the modified IMC neural network control
showed good transient response and error performances for all criteria. The FFNN IMC and C-IMC
depicted almost similar performance which settled at 25.77 s and 27.51 s, respectively. For overshoot
criteria, the RBFNN IMC showed good results with only 2.44% and for NARXNN IMC it was 3.98%.
The overshoot of the FFNN IMC was 6.73%, while high overshoot was produced by C-IMC with
10.45%. The TMP effect of the controller response indicated a minimal difference between each other.
It could only be notified at the beginning of the controller response. From the overall result of the step
response performances given in Table 4, the RBFNN IMC controller outperformed the C-IMC as well
as the FFNN IMC and NARXNN IMC controllers.
Processes 2020, 8, 1672 18 of 23
Processes 2020, 8, x FOR PEER REVIEW 17 of 23 
 
FFNN 88.67 0.0061 0.0564 
RBFNN 91.11 0.0051 0.0230 
NARXNN 91.32 0.0053 0.0233 
3.2. Step Response Performance Evaluation 
The step response evaluation was performed into the modified IMC neural network controllers 
and compared with the conventional IMC (C-IMC) both for setpoint and disturbance rejection 
performances. The setpoints for input–output response performance are presented in Figure 15a–c 
for all controllers. The operational setpoint for the permeate flux was given at 20 L/m2h. The 
numerical results are tabulated in Table 4. It may be observed from Table 4 that the modified IMC 
neural network control showed good transient response and error performances for all criteria. The 
FFNN IMC and C-IMC depicted almost similar performance which settled at 25.77 s and 27.51 s, 
respectively. For overshoot criteria, the RBFNN IMC showed good results with only 2.44% and for 
NARXNN IMC it was 3.98%. The overshoot of the FFNN IMC was 6.73%, while high overshoot was 
produced by C-IMC with 10.45%. The TMP effect of the controller response indicated a minimal 
difference between each other. It could only be notified at the beginning of the controller response. 
From the overall result of the step response performances given in Table 4, the RBFNN IMC controller 








Figure 15. Input–output step responses performance; (a) voltage, (b) flux, (c) TMP. 
Table 4. Step response performance evaluations. 
Controller/Criteria Tr (s)  Ts (s) OS (%) IAE ISE ITAE 
C-IMC 5.86 27.51 10.45 0.1178 0.2913 0.4245 
FFNN IMC 4.53 25.77 6.73 0.0785 0.0083 0.0906 
RBFNN IMC 1.51 3.75 2.44 0.0422 0.0024 0.0599 
NARXNN IMC 2.04 4.52 3.98 0.0631 0.0054 0.0675 
3.3. Disturbance Rejection Analysis 
The purpose of disturbance rejection analysis is to show the robustness of the controllers despite 
disturbances. The disturbance was injected for an interval of 20 s into the system. The performance 
of the IMC controllers was evaluated and compared.  
The disturbances tests were varied to investigate the robustness of the proposed controller in 
dealing with different amplitude of step disturbance. In this work, the output flux was increased to 
2 L/m2h (10% magnitude), to 6 L/m2h (30% magnitude) and to 10 L/m2h (50% magnitude). An 
increased of amplitude disturbance given to the system increased the peak value.  
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disturbances. The disturbance was injected for an interval of 20 s into the system. The performance of
the IMC controllers was evaluated and compared.
The disturbances tests were varied to investigate the robustness of the proposed controller in
dealing with different amplitude of step disturbance. In this work, the output flux was increased to
2 L/m2h (10% magnitude), to 6 L/m2h (30% magnitude) and to 10 L/m2h (50% magnitude). An increased
of amplitude disturbance given to the system increased the peak value.
The output flux with 30% magnitude of step disturbances which resulted in 6 L/m2h was
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rejecting the disturbance with a small overshoot (peak value) as compared with the other controllers.
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The best controller for rejecting disturbance was given by the RBFNN IMC followed by 
NARXNN IMC and FFNN IMC. As expected, higher peak value was given by the conventional IMC 
for all disturbance tests and this may be due to the mismatch model conditions. This clearly 
demonstrated that the RBFNN IMC was effective and robust in rejecting disturbances. 
3.4. Set Point Change  
To ensure the robustness of the proposed controller, a setpoint change test was also performed 
to demonstrate the tracking setpoint at a different cycle. The setpoint was changed in four cycles as 
shown in Figure 17a–c and the performance of all controllers is presented. The setpoint of permeate 
flux was set at 20 and then it decreased to 18 followed by 22 and 16 respectively as shown in Figure 
16a. From the operation point of view, it operated in four cycles of permeate with a period of 120 s 
for each cycle, while 30 s relaxation was set before change to a new set point. 
The results indicated all controllers were able to track successfully the permeate flux setpoint 
changes. The RBFNN IMC showed good tracking performance with a small overshoot that appeared 
in all set points tested. The RBFNN IMC also showed little fluctuation in permeate flux control at all 
set points. The C-IMC exhibited slightly high overshoot with some oscillation, while the other two 
controllers were satisfactory. 
The behavior of voltage from the controllers towards the set-point tracking performance is 
illustrated in Figure 17b. It can be seen that all controllers exhibited similar responses, which 
fluctuated at the beginning of the simulation time and became more stable when the flux maintained 
at the set point. The C-IMC showed an excessive response of voltage at every setpoint changes test 
as shown in Figure 17b. The TMP profile is given in Figure 17c. Almost similar performance of the 
controllers is depicted. There was a slightly small deviation identified from the C-IMC controller 
when the TMP response was reached around 200 mbar. It is because of the high overshoot of the 
controller at the beginning of the cycle. Overall, the TMP profiles for each of the controllers reached 
the same TMP level in due course. 
 
(a) 
i r . st ist r c ; ( ) lit f / 2 , ( ) fl rf r c .
best controller for rejecting disturbance was given by the RBFNN IMC followed by NARXNN
IMC and FFNN IMC. As expected, higher peak valu was given by th conventi al IMC for all
disturbance tests and this may be due to th mismatch model conditions. This clearly demonstrated
that the RBFNN IMC was effective and robust n rejecting disturban es.
Processes 2020, 8, 1672 20 of 23
3.4. Set Point Change
To ensure the robustness of the proposed controller, a setpoint change test was also performed
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4. Conclusions 
A new scheme for permeate flux control in SMBR by using an ANN-based IMC (or NNIMC) 
control structure has been investigated. The conducted work involved experimental work of SMBR 
system to obtain real data for the aeration fouling control system. The operating point of flux output 
is set to 20 L/m2h, whereby TMP is monitored so that it is operated around 200 mbar, with the 
permeate voltage of 2 volt. An aeration air flow is set between 6 to 8 liters per minute (LPM) to 
maintain high intensity of bubble flow and removing the fouling layer. The maximum allowable 
voltage is 4 volt, and at this point, TMP reaches almost 600 mbar which indicates rapid fouling 
development. The flux at this point is around 35.2 L/m2h (critical flux). The main observation that 
was highlighted during the experiment is, changes of the permeate pump voltage setting have an 
effect on permeate flux and TMP measurements 
Good adaptation for RBFNN and NARXNN is achieved, both for training and testing runs which 
exceeded 90%. The network predictability can be improved with the increased training data set. In 
this work, about 60% of experimental data was used in training data set which capable to provide 
good learning process. The RBFNN specifically showed the highest accuracy and more reliable 
prediction, followed by the NARXNN and FFNN models. The RBFNN has shown to provide several 
advantages that makes easier its implementation, its structure is simple, the needed number of 
internal neurons is smaller and convergence speed is faster. As per the fouling prediction, as better 
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The re ults indicated all controllers were able to track successfully the permeate flux setpoint
changes. The RBFNN IMC showed good tracking performance with a small overshoot that appeared
in all set points tested. The RBFNN IMC also showed little fluctuation in permeate flux control at all
set points. The C-IMC exhibited slightly high overshoot with some oscillation, while the other two
controllers were satisfactory.
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The behavior of voltage from the controllers towards the set-point tracking performance is
illustrated in Figure 17b. It can be seen that all controllers exhibited similar responses, which fluctuated
at the beginning of the simulation time and became more stable when the flux maintained at the set
point. The C-IMC showed an excessive response of voltage at every setpoint changes test as shown in
Figure 17b. The TMP profile is given in Figure 17c. Almost similar performance of the controllers is
depicted. There was a slightly small deviation identified from the C-IMC controller when the TMP
response was reached around 200 mbar. It is because of the high overshoot of the controller at the
beginning of the cycle. Overall, the TMP profiles for each of the controllers reached the same TMP
level in due course.
4. Conclusions
A new scheme for permeate flux control in SMBR by using an ANN-based IMC (or NNIMC)
control structure has been investigated. The conducted work involved experimental work of SMBR
system to obtain real data for the aeration fouling control system. The operating point of flux output is
set to 20 L/m2h, whereby TMP is monitored so that it is operated around 200 mbar, with the permeate
voltage of 2 volt. An aeration air flow is set between 6 to 8 liters per minute (LPM) to maintain high
intensity of bubble flow and removing the fouling layer. The maximum allowable voltage is 4 volt,
and at this point, TMP reaches almost 600 mbar which indicates rapid fouling development. The flux
at this point is around 35.2 L/m2h (critical flux). The main observation that was highlighted during
the experiment is, changes of the permeate pump voltage setting have an effect on permeate flux and
TMP measurements
Good adaptation for RBFNN and NARXNN is achieved, both for training and testing runs which
exceeded 90%. The network predictability can be improved with the increased training data set. In this
work, about 60% of experimental data was used in training data set which capable to provide good
learning process. The RBFNN specifically showed the highest accuracy and more reliable prediction,
followed by the NARXNN and FFNN models. The RBFNN has shown to provide several advantages
that makes easier its implementation, its structure is simple, the needed number of internal neurons is
smaller and convergence speed is faster. As per the fouling prediction, as better the signal prediction
performed by the ANN better the capabilities to prevent undesired operation of the system.
The ANN models were used for neural network internal model control design for set point tracking
and disturbance rejection performances. It can be observed that RBFNN IMC and NARXNN IMC
provide better performance with respect to IAE, ISE, ITAE, and overshoot for tracking and disturbance
rejection performances. In addition, the effect of disturbances on flux output have been studied in a
variety of magnitude steps. The RBFNN IMC performed well for all disturbance rejections (10%, 30%,
50%) compared to other IMC controllers. The RBFNN resulting control system, showed improved
time response performance metrics over the other options. Whereas performance of the usual time
response metrics. Settling time, for example, in NARXNN is around 80% of the one achieved by the
RBFNN while not getting the 15% for FFNN. The situation is similar with respect to aggregated indexes.
The IAE for RBFFN is at 67% of the one achieved by RBFFN, whereas FFNN stays at the 30% of the
RBFFN achieved performance.
It can be concluded that better prediction performance can be obtained from well trained and
tested ANN models. Alternatively, apply the external optimization techniques like particle swarm
optimization and gravitational search algorithm. Other control techniques can be implemented
to further improve the MBR filtration process such as fuzzy logic control, adaptive control,
and inferential control.
Author Contributions: Conceptualization, N.A.W.; methodology, N.A.W.; software, N.M.; validation, N.A.W.
and R.V.; formal analysis, R.V.; investigation, N.M.; resources, N.A.W.; data curation, N.M.; writing—original
draft preparation, N.M.; writing—review and editing, N.A.W. and R.V.; visualization, R.V.; supervision, N.A.W.;
project administration, N.A.W.; funding acquisition, N.A.W. and R.V. All authors have read and agreed to the
published version of the manuscript.
Processes 2020, 8, 1672 22 of 23
Funding: This research was funded by the collaboration between UTMHR grant vote Q.J130000.2451.08G74 and
the Ministerio de Economia y Competitividad (MINECO) project DPI2016-77271-R, and also with FEDER funding.
APC have been covered from such project.
Acknowledgments: This study is supported by the Universiti Teknologi Malaysia under UTMHR grant vote
Q.J130000.2451.08G74. The authors would like to thank Universiti Teknologi Malaysia for the support.
Conflicts of Interest: The authors declare no conflict of interest.
References
1. Fenu, A.; Guglielmi, G.; Jimenez, J.; Spèrandio, M.; Saroj, D.P.; Lesjean, B.; Brepols, C.; Thoeye, C.; Nopens, I.
Activated sludge model (ASM) based modelling of membrane bioreactor (MBR) processes: A critical review
with special regard to MBR specificities. Water Res. 2010, 44, 4272–4294. [CrossRef]
2. Miyoshi, T.; Aizawa, T.; Kimura, K.; Watanabe, Y. Identification of proteins involved in membrane fouling in
membrane bioreactors (MBRs) treating municipal wastewater. Int. Biodeterior. Biodegrad. 2012, 75, 15–22.
[CrossRef]
3. Chew, C.M.; Aroua, M.K.T.; Hussain, M.A. A practical hybrid modelling approach for the prediction of
potential fouling parameters in ultrafiltration membrane water treatment plant. J. Ind. Eng. Chem. 2017,
45, 145–155. [CrossRef]
4. Al Aani, S.; Wright, C.; Hilal, N. Investigation of UF membranes fouling and potentials as pre-treatment step
in desalination and surface water applications. Desalination 2018, 432, 115–127. [CrossRef]
5. Giwa, A.; Hasan, S.; Yousuf, A.; Chakraborty, S.; Johnson, D.; Hilal, N. Biomimetic membranes: A critical
review of recent progress. Desalination 2017, 420, 403–424. [CrossRef]
6. Judd, S. The MBR Book: Principles and Applications of Membrane Bioreactors for Water and Wastewater Treatment;
Elsevier: Amsterdam, The Netherlands, 2010.
7. Avarzaman, E.M.; Zarafshan, P.; Mirsaeedghazi, H.; Alaeddini, B. Intelligent Modeling of Permeate Flux
during Membrane Clarification of Pomegranate Juice. Nutr. Food Sci. Res. 2017, 4, 29–38. [CrossRef]
8. Yusuf, Z.; Wahab, N.A.; Sudin, S. Soft computing techniques in modelling of membrane filtration system:
A review. Desalin. Water Treat. 2019, 161, 144–155. [CrossRef]
9. Said, M.; Mohammad, A.W.; Nor, M.T.M.; Abdullah, S.R.S.; Abu Hasan, H. Investigation of Three
Pre-treatment Methods Prior to Nanofiltration Membrane for Palm Oil Mill Effluent Treatment. Sains Malays.
2015, 44, 421–427. [CrossRef]
10. Al Aani, S.; Bonny, T.; Hasan, S.W.; Hilal, N. Can machine language and artificial intelligence revolutionize
process automation for water treatment and desalination? Desalination 2019, 458, 84–96. [CrossRef]
11. Schmitt, F.; Banu, R.; Yeom, I.-T.; Do, K.-U. Development of artificial neural networks to predict membrane
fouling in an anoxic-aerobic membrane bioreactor treating domestic wastewater. Biochem. Eng. J. 2018,
133, 47–58. [CrossRef]
12. Zhao, Z.; Lou, Y.; Chen, Y.; Lin, H.; Li, R.; Yu, G. Prediction of interfacial interactions related with
membrane fouling in a membrane bioreactor based on radial basis function artificial neural network (ANN).
Bioresour. Technol. 2019, 282, 262–268. [CrossRef]
13. Chen, Y.; Yu, G.; Long, Y.; Teng, J.; You, X.; Liao, B.; Lin, H. Application of radial basis function artificial
neural network to quantify interfacial energies related to membrane fouling in a membrane bioreactor.
Bioresour. Technol. 2019, 293, 122103. [CrossRef]
14. Bagheri, M.; Mirbagheri, S.A.; Kamarkhani, A.M.; Bagheri, Z. Modeling of effluent quality parameters in a
submerged membrane bioreactor with simultaneous upward and downward aeration treating municipal
wastewater using hybrid models. Desalin. Water Treat. 2016, 57, 8068–8089. [CrossRef]
15. Yunus, M.A.M.; Faramarzi, M.; Ibrahim, S.; Altowayti, W.A.H.; San, G.P.; Mukhopadhyay, S.
Comparisons between radial basis function and multilayer perceptron neural networks methods for
nitrate and phosphate detections in water supply. In Proceedings of the 2015 10th Asian Control Conference
(ASCC), Kota Kinabalu, Malaysia, 31 May–3 June 2015; pp. 1–6.
16. Bagheri, M.; Mirbagheri, S.; Ehteshami, M.; Bagheri, Z. Modeling of a sequencing batch reactor treating
municipal wastewater using multi-layer perceptron and radial basis function artificial neural networks.
Process. Saf. Environ. Prot. 2015, 93, 111–123. [CrossRef]
Processes 2020, 8, 1672 23 of 23
17. Yang, H.; Liu, J. An adaptive RBF neural network control method for a class of nonlinear systems. IEEE/CAA J.
Autom. Sin. 2018, 5, 457–462. [CrossRef]
18. Schmitt, F.; Do, K.-U. Prediction of membrane fouling using artificial neural networks for wastewater
treated by membrane bioreactor technologies: Bottlenecks and possibilities. Environ. Sci. Pollut. Res. 2017,
24, 22885–22913. [CrossRef]
19. Liang, L.; Guo, W.; Zhang, Y.; Zhang, W.; Li, L.; Xing, X. Radial Basis Function Neural Network for
prediction of medium-frequency sound absorption coefficient of composite structure open-cell aluminum
foam. Appl. Acoust. 2020, 170, 107505. [CrossRef]
20. Giwa, A.; Daer, S.; Ahmed, I.; Marpu, P.; Hasan, S. Experimental investigation and artificial neural networks
ANNs modeling of electrically-enhanced membrane bioreactor for wastewater treatment. J. Water Process. Eng.
2016, 11, 88–97. [CrossRef]
21. Henson, M.A.; Seborg, D.E. An internal model control strategy for nonlinear systems. AIChE J. 1991,
37, 1065–1081. [CrossRef]
22. Kasireddy, I.; Nasir, A.W.; Singh, A.K. IMC based Controller Design for Automatic Generation Control
of Multi Area Power System via Simplified Decoupling. Int. J. Control. Autom. Syst. 2018, 16, 994–1010.
[CrossRef]
23. Bin, M.; Astolfi, D.; Marconi, L.; Praly, L. About Robustness of Internal Model-Based Control for Linear
and Nonlinear Systems. In Proceedings of the 2018 IEEE Conference on Decision and Control (CDC),
Miami Beach, FL, USA, 17–19 December 2018; pp. 5397–5402.
24. Li, P.; Zhu, G. Robust internal model control of servo motor based on sliding mode control approach.
ISA Trans. 2019, 93, 199–208. [CrossRef] [PubMed]
25. Mesbah, A.; Paulson, J.A.; Braatz, R.D. An internal model control design method for failure-tolerant control
with multiple objectives. Comput. Chem. Eng. 2020, 140, 106955. [CrossRef]
26. Wang, P.; Chen, Z.; Liao, L.; Wan, J.; Wu, S. A multiple-model based internal model control method for power
control of small pressurized water reactors. Energy 2020, 210, 118527. [CrossRef]
27. Muhammad, D.; Ahmad, Z.; Aziz, N. Implementation of internal model control (IMC) in continuous
distillation column. In Proceedings of the 5th International Symposium on Design, Operation and Control of
Chemical Processes, Singapore, 25–28 July 2010; pp. 812–821.
28. Sun, X.; Chen, L.; Jiang, H.; Yang, Z.; Chen, J.; Zhang, W. High-Performance Control for a Bearingless
Permanent-Magnet Synchronous Motor Using Neural Network Inverse Scheme Plus Internal Model
Controllers. IEEE Trans. Ind. Electron. 2016, 63, 3479–3488. [CrossRef]
29. Vora, D.J.; Basu, M.N. Modelling and Simulation of Inverted Pendulum using Internal Model Control. J. Res.
2016, 1, 41–45.
30. Pisa, I.; Morell, A.; Vicario, J.L.; Vilanova, R. Denoising Autoencoders and LSTM-Based Artificial
Neural Networks Data Processing for Its Application to Internal Model Control in Industrial
Environments—The Wastewater Treatment Plant Control Case. Sensors 2020, 20, 3743. [CrossRef]
31. Lawrence, K.D.; Klimberg, R.K.; Lawrence, S.M. Fundamentals of Forecasting Using Excel; Industrial Press Inc.:
South Norwalk, CT, USA, 2009.
32. Sanjay, C.; Jyothi, C. A study of surface roughness in drilling using mathematical analysis and neural
networks. Int. J. Adv. Manuf. Technol. 2006, 29, 846–852. [CrossRef]
33. Folorunso, T.A.; Aibinu, A.M.; Kolo, J.G.; Sadiku, S.O.; Orire, A.M. Effects of Data Normalization on
Water Quality Model in a Recirculatory Aquaculture System Using Artificial Neural Network. i-Manag. J.
Pattern Recognit. 2018, 5, 21–28.
Publisher’s Note: MDPI stays neutral with regard to jurisdictional claims in published maps and institutional
affiliations.
© 2020 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access
article distributed under the terms and conditions of the Creative Commons Attribution
(CC BY) license (http://creativecommons.org/licenses/by/4.0/).
